www.tranzx.com

80, NAN DEE LANE, SHAN HSI VILLAGE, SHOU SHUI HSIANG,
504 CHANG HUA HSIEN, TAIWAN R.O.C.
T:+886-4-7681756 F:+886-4-7680575

www.tranzx.com
## JD-YSP07

**ISO MTB / Fat.**

- **Material:** Alloy 7075-T651
- **Function:** Pressure Adjustable, Cartridge Replaceable, Light Weight, Internal Routing
- **Offset:** 150 mm Travel
- **Diameter:** 30.9/31.6 mm.
- **Shaft Finish:** Polished Black, Hard Anodized Black
- **Length:** 458 mm./Travel 150 mm., 498 mm./Travel 170 mm.
- **Weight:** 550g/30.9*458 mm. (excluding cable set 90g.)

150/170mm travel ICR (internal cable routing) version offering wider range for different riders.

**Features:**
- Internal Routing
- Alloy 7075
- Cartridge Replaceable
- Pressure Adjustable
- 150 mm Travel
- 155 mm Travel
Our adjustable seat post equips air pressure actuation–freely and easily adapting your seat position according to the terrain you meet. The MICRO adjustment offers quick and easy seat positioning, with reliable and robust technology—virtually no Play!!

<table>
<thead>
<tr>
<th>Material</th>
<th>Function</th>
<th>Offset</th>
<th>Dia.</th>
<th>Length</th>
<th>Weight</th>
<th>Finish</th>
</tr>
</thead>
<tbody>
<tr>
<td>Alloy 7075-T651</td>
<td>Control lever up &amp; down</td>
<td>15 mm</td>
<td>33.9/34.9</td>
<td>300 mm/Travel 100 mm</td>
<td>650g/33.9*456 mm</td>
<td>Polished Black</td>
</tr>
<tr>
<td></td>
<td></td>
<td>17 mm</td>
<td>34.9</td>
<td>300 mm/Travel 120 mm</td>
<td>685g/34.9*456 mm</td>
<td>Hard Anodized Black</td>
</tr>
</tbody>
</table>

ISO MTB / Pat.

33.9 and 34.9 OD with long travel options to provide wider application and size fitment.
**JD-YSP12**

Popular ICR (internal cable routing) version offering stealth and clean outlook

<table>
<thead>
<tr>
<th>Material</th>
<th>Function</th>
<th>Offset</th>
<th>Dia.</th>
<th>Length</th>
<th>Weight</th>
<th>Finish</th>
</tr>
</thead>
<tbody>
<tr>
<td>ALLOY 7075-T6</td>
<td>Light</td>
<td>0 mm</td>
<td>30.9</td>
<td>328 mm</td>
<td>515 g</td>
<td>Polished Black</td>
</tr>
</tbody>
</table>

**JD-YSP15**

Best value ICR (internal cable routing) version offering stealth and clean outlook

<table>
<thead>
<tr>
<th>Material</th>
<th>Function</th>
<th>Offset</th>
<th>Dia.</th>
<th>Length</th>
<th>Weight</th>
<th>Finish</th>
</tr>
</thead>
<tbody>
<tr>
<td>ALLOY 6061-T6</td>
<td>Light</td>
<td>0 mm</td>
<td>31.6</td>
<td>315 mm</td>
<td>565 g</td>
<td>Polished Black</td>
</tr>
</tbody>
</table>

**Stage 2 standard according to suspension system**

**Best Value ICR (internal cable routing) version offering stealth and clean outlook**

<table>
<thead>
<tr>
<th>Material</th>
<th>Function</th>
<th>Offset</th>
<th>Dia.</th>
<th>Length</th>
<th>Weight</th>
<th>Finish</th>
</tr>
</thead>
<tbody>
<tr>
<td>ALLOY 6061-T6</td>
<td>Light</td>
<td>0 mm</td>
<td>31.6</td>
<td>315 mm</td>
<td>565 g</td>
<td>Polished Black</td>
</tr>
</tbody>
</table>
**JD-YSP18P**

Entry lever internal routing post with competitive cost and high quality balance.

<table>
<thead>
<tr>
<th>Material</th>
<th>Function</th>
<th>Offset</th>
<th>Dia.</th>
<th>Damp Travel</th>
<th>Length</th>
<th>Weight</th>
<th>Finish</th>
<th>Shaft Finish</th>
</tr>
</thead>
<tbody>
<tr>
<td>Alloy #6061-T6</td>
<td>Cartridge</td>
<td>0 mm.</td>
<td>30.9/31.6 mm.</td>
<td>318 mm.</td>
<td>403 mm.</td>
<td>27.2 mm.</td>
<td>Polished Black</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Replaceable</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>560g</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

JD-YSP16J

A good balance of comfort and safe ride by combining suspension function with saddle height adjustable.

<table>
<thead>
<tr>
<th>Material</th>
<th>Function</th>
<th>Offset</th>
<th>Dia.</th>
<th>Damp Travel</th>
<th>Length</th>
<th>Weight</th>
<th>Finish</th>
<th>Shaft Finish</th>
</tr>
</thead>
<tbody>
<tr>
<td>Alloy #7075-T6</td>
<td>Cartridge</td>
<td>10 mm.</td>
<td>27.2/30.9/31.6 mm.</td>
<td>375 mm.</td>
<td>415 mm.</td>
<td>27.2 mm.</td>
<td>Polished Black</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Replaceable</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>375g</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Entry lever internal routing post with competitive cost and high quality balance.**

- **Material:** Alloy #6061-T6
- **Function:** Cartridge
- **Offset:** 0 mm.
- **Dia.:** 30.9/31.6 mm.
- **Weight:** 560g/30.9*403 mm.
- **Finish:** Polished Black

**A good balance of comfort and safe ride by combining suspension function with saddle height adjustable.**

- **Material:** Alloy #7075-T6
- **Function:** Cartridge
- **Offset:** 10 mm.
- **Dia.:** 27.2/30.9/31.6 mm.
- **Weight:** 375g/27.2*375 mm.
- **Finish:** Polished Black

---

**Entry lever internal routing post with competitive cost and high quality balance.**

- **Material:** Alloy #6061-T6
- **Function:** Cartridge
- **Offset:** 0 mm.
- **Dia.:** 30.9/31.6 mm.
- **Weight:** 560g/30.9*403 mm.
- **Finish:** Polished Black

**A good balance of comfort and safe ride by combining suspension function with saddle height adjustable.**

- **Material:** Alloy #7075-T6
- **Function:** Cartridge
- **Offset:** 10 mm.
- **Dia.:** 27.2/30.9/31.6 mm.
- **Weight:** 375g/27.2*375 mm.
- **Finish:** Polished Black
External routing dropper post with cable coming out from mid cap for zero cable movement when adjusting the height of post.

**Material**
- Alloy #7075-T6

**Offset**
- 0 mm.

**Length**
- 450 mm.

**Weight**
- 490 g

**Finish**
- Polished Black

**Shaft Finish**
- Hard Anodised Black

---

**JD - YSP22**

External routing dropper post with cable coming out from mid cap for zero cable movement when adjusting the height of post.

**Material**
- Alloy #7075-T6 & SAE4130 (27.2 mm.)
- Alloy #6061-T6 (30.9/31.6 mm.)

**Offset**
- 21 mm.

**Length**
- 27.2 mm: 300 mm. (65 mm. travel)
- 30.9/31.6 mm: 315 mm. (80 mm. travel)

**Weight**
- 27.2 mm: 315 g
- 30.9/31.6 mm: 360 g

**Finish**
- Sand Blasted Black
- QPQ (27.2 mm.), Hard Anodized Black (30.9/31.6 mm.)

**Shaft Finish**
- Hard Anodised Black

---

**JD - YSP29**

150/170 mm travel in external cable routing version to support bike upgrade and routing solution.

**Material**
- Alloy #7075-T6

**Offset**
- 0 mm.

**Length**
- 150 mm travel
- 170 mm travel

**Weight**
- 610 g

**Finish**
- Polished Black

---

External routing dropper post with cable coming out from mid cap for zero cable movement when adjusting the height of post.

**Material**
- Alloy #6061-T6

**Offset**
- 0 mm.

**Length**
- 305 mm. (80 mm. travel)

**Weight**
- 350 g

**Shaft Finish**
- Hard Anodised Black

---

External routing dropper post with cable coming out from mid cap for zero cable movement when adjusting the height of post.

**Material**
- Alloy #7075-T6

**Offset**
- 22 mm.

**Length**
- 450 mm. (150 mm. travel)

**Weight**
- 490 g

**Shaft Finish**
- Hard Anodised Black

---

External routing dropper post with cable coming out from mid cap for zero cable movement when adjusting the height of post.

**Material**
- Alloy #6061-T6

**Offset**
- 0 mm.

**Length**
- 27.2 mm: 300 mm. (65 mm. travel)
- 30.9/31.6 mm: 360 mm. (80 mm. travel)

**Weight**
- 27.2 mm: 315 g
- 30.9/31.6 mm: 360 g

**Shaft Finish**
- Hard Anodised Black

---

External routing dropper post with cable coming out from mid cap for zero cable movement when adjusting the height of post.

**Material**
- Alloy #7075-T6

**Offset**
- 0 mm.

**Length**
- 27.2 mm: 300 mm. (65 mm. travel)
- 30.9/31.6 mm: 360 mm. (80 mm. travel)

**Weight**
- 27.2 mm: 315 g
- 30.9/31.6 mm: 360 g

**Shaft Finish**
- Hard Anodised Black

---

External routing dropper post with cable coming out from mid cap for zero cable movement when adjusting the height of post.

**Material**
- Alloy #7075-T6

**Offset**
- 0 mm.

**Length**
- 27.2 mm: 300 mm. (65 mm. travel)
- 30.9/31.6 mm: 360 mm. (80 mm. travel)

**Weight**
- 27.2 mm: 315 g
- 30.9/31.6 mm: 360 g

**Shaft Finish**
- Hard Anodised Black

---

External routing dropper post with cable coming out from mid cap for zero cable movement when adjusting the height of post.

**Material**
- Alloy #6061-T6

**Offset**
- 0 mm.

**Length**
- 27.2 mm: 300 mm. (65 mm. travel)
- 30.9/31.6 mm: 360 mm. (80 mm. travel)

**Weight**
- 27.2 mm: 315 g
- 30.9/31.6 mm: 360 g

**Shaft Finish**
- Hard Anodised Black
**JD - YSP36**

One piece 3D forged shaft 27.2 external routing dropper post.

- **Material**: Alloy #7075-T651
- **Function**: Control lever up & down
- **Offset**: 0 mm
- **Dia.**: 27.2 mm
- **Length**: 305 mm/Travel 70 mm
  - 350 mm/Travel 90 mm
  - 395 mm/Travel 110 mm
- **Weight**: 525 g/27.2-395 mm (excluding the cable set 90g)
- **Finish**: Sand Blasted Black
- **Shaft Finish**: Hard Anodized Black

**JD - YSP38J**

One piece 3D forged shaft 27.2 internal routing dropper post.

- **Material**: Alloy #7075-T651
- **Function**: Control lever up & down
- **Offset**: 0 mm
- **Dia.**: 27.2 mm
- **Length**: 315 mm/Travel 70 mm
  - 360 mm/Travel 90 mm
  - 405 mm/Travel 110 mm
- **Weight**: 490 g/27.2-405 mm (excluding the cable set 90g)
- **Finish**: Sand Blasted Black
- **Shaft Finish**: Hard Anodized Black

**JD - YSP20J**

Unique stealth road style dropper post featuring duo height adjustable, providing clean outlook for Roadies.

- **Material**: Alloy #7075-T651 & SAE4130
- **Offset**: 27.2 mm
- **Dia.**: 27.2 mm
- **Adjust Height**: 75 mm
- **Length**: 490 mm
- **Weight**: 449 g
- **Shaft Finish**: Polished Black

**JD - YSP01V**

4J bike adjustable seat post - Freely, fit the terrain you meet! The Pnisco tool less height adjustable post offers a quick and easy lowering task.

- **Reliable and solid technology - Virtually No Play!**
- **Exquisite elegant and easy assembling w/low profile head design**

**Unique stealth road style dropper post featuring duo height adjustable, providing clean outlook for Roadies.**
Reversed cable lever options

J 22.2 / 24 / 31.8 Clamp

Multi position 1x lever